
GeoVision Inc. - GV-Hot Swap DVR System

 

 Introduction  Key Features  Specifications  Datasheet
 

1. HDD 2 (Power Switch) 

2. Hard Drive Activity LED 

3. Power LED  

4. HDD 1 Activity LED 

5. HDD 2 Activity LED  

6. HDD 1 (Power Switch) 

7. Power Switch  

8. Reset Button 

9. USB Port x 2 

10. Slim DVD (±) RW Drive
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GeoVision Inc. - GV-Hot Swap DVR System

 
GV-2016H 

V2 

GV-2008H 

V2 

GV-1480H 

V2 

GV-1240H 

V2 

GV-1120H 

V2 

Drive Bay 4 / 6 / 8 / 10 bays 2 / 4 / 6 / 8 / 10 bays 

CPU Intel® Pentium Core 2 Duo™ Processor 

RAM 2GB Dual channel 1GB Dual channel

Video
Codec

S/W: Geo MPEG4 / Geo MPEG4 

(ASP) / Geo H264 / Geo H264 V2
Geo MPEG4 / Geo MPEG4 (ASP) / Geo H264 / Geo H264 

V2
H/W: MPEG-2 / MPEG-4 (ASP) 

Input 16 channels 8 channels 16 channels 8/16 channels 16 channels 

Video Loop Output (Optional) 16 channels 

Audio
Compression ADPCM / G.723 

Input 16 channels 8 channels 16 channels 8/16 channels 16 channels 

Display Frames (max)
NTSC 480 FPS 240 FPS 480 FPS 

PAL 400 FPS 200 FPS 400 FPS

Recording Frames
NTSC H/W: 480 (D1) H/W: 240 (D1) S/W: 480 (CIF) S/W: 240 (CIF) S/W: 120 (CIF)

PAL H/W: 400 (D1) H/W: 200 (D1) S/W: 400 (CIF) S/W: 200 (CIF) S/W: 100 (CIF)

Video Resolution 

NTSC
720x480 /  

720x480 De-interlace

320x240 /  

640x480 / 640x480 De-interlace /  

720x480 / 720x480 De-interlace / 

PAL
720x576 /  

720x576 De-interlace

320x240 /  

640x480 / 640x480 De-interlace /  

720x576 / 720x576 De-interlace / 

Backup Type DVD+R (DL) / DVD-R (DL) / DVD+R / DVD+RW / DVD-R / DVD-RW / CD-R / CD-RW 

Recovery DVD Automatic system rebuild

Alarm
Sensor Input 4 *

Alarm Output 4 *

Connector

Ethernet RJ-45, 10 / 100 / 1000 Mbps

VGA Output 15-pin female D Sub 

USB 2.0 Front: 2 ports / Rear: 4 ports

Remote Access TCP / IP
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GeoVision Inc. - GV-Hot Swap DVR System

Operating Temp 0 ~ 50 °C (32 ~ 122 °F)

Humidity 0~80% RH (non-condensing)

Dimensions  

(W x H x D)

4/6/8/10 bays 483 x 178 x 528 (mm) - 19 x 7 x 21 (inch)

2 bays 483 x 89 x 528 (mm) - 19 x 3.5 x 21 (inch) 

Hardware Accessory GV-Keyboard, GV-IR Remote Control

RAID (Option for 8 & 10-bay models 

only)
0 / 1 / 5 / 6

Optional Product
GV-Loop Through Card * / GV-IO 12-In Card V3 * / GV-IO 12-Out Card * / GV-Multi Quad Card * / GV-

IO V2 / GV-RELAY / GV-Data Capture V3E / GV-Hub / GV-COM / GV-DOM

Language
English / Czech / French / German / Hebrew / Hungarian / Italian / Japanese / Polish / Portuguese 

(Brazil) / Russian / Spanish / Simplified Chinese / Traditional Chinese

Note: 

●     Product design and specifications are subject to change without notice. 

●     The 2-bay & 10-bay models are available upon special request. Please contact your sales representative for further 

information. 

* Not available for 2-bay models

RECOMMENDATIONS FOR IP SOLUTION INTEGRATION (V8.2)

 

 
1480 S/H  

series V2

1240 S/H  

series V2

1248 S/H 

series V2

1120 S/H  

series V2

 

FREE GV-IP SOLUTION  
Recommended number of connections

GV-Video Server or Compact DVR 6 8 7 8

GV-IP Camera (megapixel)  2 6 4 6
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GeoVision Inc. - GV-Hot Swap DVR System

Sony, Axis, Mobotix, IQinvision, JVC, Panasonic, 

Arecont

DONGLE REQUIRED (OPTION) 
Recommended number of connections

Third-party IP camera 6 8 7 8

Third-party IP camera (megapixel) 2 6 4 6

     

Max. connections with IP products 8 8 8 8

 

*Note: The recommendations are based on third-party IP cameras at 720x480 resolution and megapixel IP cameras at 1280x960 

resolution.
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GV-HOT SWAP DVR System V2 

El GV-Hot Swap DVR System se conoce con su enorme capacidad de 
almancenamiento de datos. Gracias a los drivers externos tipo hot 
swapping, la operación de viglancia podria estar mantenida alerta de 
24 a 7. Dependerá del tamaño de HDD, el GV-Hot Swap DVR System 
permite simultaneamente una máxima capacidad de almacenamiento 
de 7.5 terabytes. 

 
EQUIPO DE 4 CANALES 
 
Aplicación en pequeñas agencias, domicilios y puntos de venta. 
 
GV-Compact DVR 

GV-Compact DVR es una sistema incorporada que soporta la 
compresión MPEG-4 con funciones superiores de network. Ésto 
captura videos a 120 cps como máximo con la resolución 2 CIF (half 
D1), y permite el cambio para configurar la resolución de canales, 
calidad y velocidad de cuadro. 

 
 
EQUIPO DE 2 CANALES Y CAMARA IP 
 
Aplicación en kioscos y ATM 
 
GV-Video Server 

  El GV-Video Server ha sido diseñado para 1 o 2 señales de video 
análogos, luego los comprimirá y enviará por la red IP para que sean 
visualizados en un dispositivo móvil, ahorrados en un servidor de 
almacenamiento o procesados por un sistema de vigilancia digital. 

 

 
 
 




